
209F Flanged Ball Valve
2-Piece Full Port (ASME 150/300)
ISO 5211 Mounting Pad

For Automated & 
Manual Service

General Chemical

Industrial

Other Corrosion
Resistant Applications
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The 209F Series Ball Valve
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ISO 5211 
Mounting Pad

Locking Device

Full Port

High-Cycle
Live-Loaded
Stem Packing

ASME 300

Stainless Steel (CF8M)

ASME 150

Temperature (°F)

• Full Port Design

• High-Cycle, Live-Loaded Stem Packing (1/2” - 4”)

• Adjustable Gland Packing (6” - 12”)

• Fully Encapsulated Body Seal

• Blow-Out-Proof Stem

in service

• Locking Device
Enables plant personnel to secure valve in open or closed 

• ISO 5211 Mounting Pad

•

• Up to 250 PSI Saturated Steam with 300# Flanged Ends and

• Anti-Static Stem

• Investment Cast (1/2” - 4”)

• Sand Cast with Hollow Ball (6” - 12”)

• Castings Meet NACE MR0175/ISO 15156

Options
• Oval Handle (1/2” - 1 1/2”)

• Stem Extensions

• Gear Box

• Material Test Reports Available Upon Request

Operating Conditions
• 

- 40°F ~ 450°F

•

• All valves shell and seat tested to 

•

(TFM Seats)

both ASME 150# and 300#

pneumatic and electric

multiple seat and seal

series ball valves can be 
 

CF8M 316 SS or WCB 
A216 CS Body with 
316 SS Ball & Stem

ASME/ANSI 150# 
or 300# Flange Ends
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Valve Components

No. Part Name Material Qty

1 A351 CF8M 1

2 End Cap A351 CF8M 1

3 316 SS 1

4 Stem 316 SS 1

5 Seat TFM 2

6 TFM 1

7 304 SS  4*

8 PEEK 1

TFM 1

10 304 SS 1

11 301 SS 4

12 Gland Nut 304 SS 1

13 304 SS 1

14 Stop Plate 304 SS 1

15 Handle 304 SS 1

16 Handle Nut 304 SS 1

17 Handle Cover 1

18 Stop Pin  304 SS 1

Stop Pin Nut 304 SS 1

Valve Components

No. Part Name Material Qty

1 A351 CF8M 1

2 End Cap A351 CF8M 1

3 316 SS 1

4 Stem 316 SS 1

5 Seat TFM 2

6 TFM 1

7 304 SS  8*

8 PEEK 1

TFM 1

10 304 SS 1

11 304 SS 2

12 Stop Plate 304 SS 1

13 Lock Plate 301 SS 1

14 Pipe Handle Carbon Steel 1

15 1

16 316 SS 1

1/2” - 4”

6” - 12”
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Dimensions Table 1.2 (Inches)

Torque (in-lbs)ASME 150 and ASME 300

Size M P E F G D d S T

1/2" M5 54

3/4" M5 72

1" M6 108

1 1/2" M8 288

2" M8 360

2 1/2" M10 630

3" M10 810

4" M10 1260

Dimensions Table 1.1 (Inches)
Cv

Weight 
(lbs)

Dimensions Table 1.1 (Inches)
Cv

Weight 
(lbs)Size

ASME 150 ASME 300

L L1 L2 H A B C N L L1 L2 H A B C N

1/2" 4 4

3/4" 4 4

1" 4 4

1 1/2" 4 112 4 107

2" 4 207 8 202

2 1/2" 4 8 354

3" 4 575 8 568

4" 8 8

Cv



6” - 12”

6” 8” - 12”

ASME 300 Dimensions Table 2.2 (Inches) Weight 
(lbs)Size L L1 L2 P M H E F S D d A B C N

6” 12

8" 12

10" 16

ASME 150 Dimensions Table 2.1 (Inches) Weight 
(lbs)Size L L1 L2 P M H E F S D d A B C N

6” 8

8" 8

10" 12

12" 16



209F Ordering Information

6

Body 
Material

6 - A351 Gr 
CF8M (316)

2 -

D

Size

5
7
A
C
D
E
F
G
I
J
K
L

209F

Series

209F -
Full Port

6

End 
Material

6 - 316 SS

6

Stem 
Material

6 - 316 SS

M

Seat

M - TFM
C -
P -
S -

Ekonol Filled 

T - PTFE
U -

M

Seal

M - TFM
G -
T - PTFE
U -

AA

End 
Connection

A- ASME 150#

B - ASME 300#

2

Port

2 -

S

Ball

S -

   

INLINE INDUSTRIES, INC.

                    (626) 813-6188
             (626) 813-6186


